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LTD "Ukrspetsnaladka" is on the engineering market of Ukraine since 1997. 
Using high-precision equipment and skilled labor, we are able to produce products according to the standards of the countries that are leading manufacturers of mining equipment.
Our company manufactures and repairs hydraulic mining: socket-tipped high pressure braided hoses, end fitting, connecting reinforcement, hydraulic cylinders, hydraulic jacks, managing of mine hydraulic.
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Dismountable and non-dismountable end fitting
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End fitting manufactured by us has a high precision and quality, its design features make it possible to guarantee the carefully sealed  at pressures twice more working. Seal is protected by high-resistant anticorrosive covering.
All products are approved for use in underground mining conditions in Ukraine. 
For compression  of high pressure hoses used dismountable and non-dismountable end fitting (sealing). 
Pressing non-dismountable seal (euro seal) is applied to the operating pressure of 320 atm. and more.
Dismountable seal is applied to the operating pressure of 200 atm. 
LTD "Ukrspetsnaladka" sells spare parts for hydraulic hoses and systems.
Our range of reinforced, connecting and locking tips (nipples, nuts, pressing couplings, adapters, connecting couplings, T-couplers, spherical cranes, etc.) and socket-tipped high pressure hoses are widely used in mining and engineering.
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End check line/angular fitting 
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End check dismountable line/angular fitting
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End threaded line/angular fitting
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End fitting threaded dismountable line/angular  
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End fitting dismountable with cap nut
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End fitting pressing with cap nut
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HIGH PRESSURE HOSES

High pressure hoses are used as flexible pipelines for the transfer of working liquid under pressure to the hydraulic drive units. They are used as flexible connecting pipes of hydraulic systems in mining equipment, agricultural and road construction equipment, and many other sectors of the national economy.
The construction of high pressure hose is a two and more a rubber tubes placed into each other reinforced metal braids or wrapped. Metal braid and the number of layers it is the main criterion for the strength of high pressure hoses. For assembly and moulding hydraulic elements using special machines of various kinds.
[image: C:\Users\Олюшка\Desktop\картинки\Каталог продукции 2013 с таблицами-10.jpg]They are moulding equipment, cutting and debarking machines.
With its own press equipment and strong partnerships with leading manufacturers of industrial hoses, we are able to produce compression of hoses in a range of internal diameters from 4 to 50 mm.
We use only high quality of hoses and we complete their  with end-fittings in accordance with the specifications provided by the customer.















Nipple check line/angular 
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Nipple check dismountable line/angular  
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Nipple threaded line/angular 
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Nipple threaded dismountable line/angular 
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[image: C:\Users\Олюшка\Desktop\1.jpg]
Nipple for the cap nut
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Stub power check
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Nut – union
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Connecting threaded coupling
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Pressing coupling
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Dismountable coupling
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Bracket round section
[image: C:\Users\Олюшка\Desktop\картинки\Каталог продукции 2 с таблицами-16.jpg]   [image: C:\Users\Олюшка\Desktop\1.jpg]
Bracket square section
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Angular/line  adapter
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T-couplers
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End fitting with pipe (cross) compression
End threaded fitting
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End check fitting 
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Pressing coupling
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Check nipple
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Threaded nipple
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LTD "Ukrspetsnaladka" has opportunity to deliver you the qualitative mining hydraulic equipment taking into account your specifications and requirements. 
The products of the operating mine hydraulics offered by us are made on the modern high-precision equipment. Absolute control of finished goods, use of the modern equipment allows to provide high reliability and durability of our production (control units, rack-mount, valvate, lock blocks, hydrovalves, hydrolocks, hydrodistributors, collectors, etc. to the mechanized complexes КД80, КД90, 1КД99, ДМ, and also to the plough installations СО, 1СН99 and УСТ2М).
Collector
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Cut-off valve
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The valve is intended for overlapping of the main pressure of working liquid brought to the section mechanized fix or to other hydroequipment.
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Reverse valve
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Spherical crane
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Spherical crane - the type of cut-off valves intended for industrial use on technological lines to transportation of various working liquids.
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Safety valves КП 39
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The safety valve КП 39 is intended for protection of hydroracks mine mechanized linings from overload and ensuring the set pressure level in their piston cavity at subsidence of a roof in the coal mines including dangerous on gas or dust, including supercategory and dangerous on sudden emissions.
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Unilateral hydrolock 
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Hydrolocks unilateral are intended for a transmission of a stream of working liquid in one direction and locking in the opposite direction in the absence of the operating pressure, and in the presence of the operating pressure for a transmission in both directions.
They are applied in the hydroracks mechanized linings and serve for powering and locking of piston cavities of hydroracks at them unstitch, for unloading of piston cavities of hydroracks at movement of the sections mechanized lining.
And also they are used for locking and unloading piston and stocked cavities of hydrojacks, mechanisms of movement, sections mechanized linings.
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Safety hydrovalve
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Hydrovalves are intended for protection from overload and ensuring the set bearing ability of the hydroracks, mechanized and individual linings, and also for protection of sites of a hydraulic system from pressure over the admissible.
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Valve block[image: C:\Users\Comp\Desktop\Каталог продукции 2013 с таблицами-33.jpg]

Rack-mount block[image: C:\Users\Comp\Desktop\Каталог продукции 2013 с таблицами-34.jpg]

Control unit
The control unit is intended for management of hydroracks and jacks of the sections mechanized linings.
[image: C:\Users\Comp\Desktop\Каталог продукции 2013 с таблицами-35.jpg]

Faucet Filter[image: C:\Users\Comp\Desktop\Каталог продукции 2013 с таблицами-38.jpg]

Quality of the working liquid applied in hydraulic highways is one of the main conditions for reliable and durable work of the hydraulic equipment.
Filters provide purification of working liquid. Take place in the pressure head highway of the section mechanized fix, in front of the control unit.
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The double filter with the reverse washing
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It is intended for purification of the working liquid forced by pump stations in hydraulic systems of the clearing complexes mechanized krepy in irrigating systems of the clearing and driving combines and other mining equipment having irrigation systems and dust suppressions.
The filter is installed in the pressure head highway.
[image: C:\Users\Comp\Desktop\Каталог продукции 20137с таблицами-39.jpg] 
Our enterprise mastered production of hydraulic cylinders with a diameter from 50 mm to 250 mm (hydrojacks recursors, hydrocartridges of raising of the basis, stabilization hydrojacks etc).
Console hydrojack
It is intended for a thrust of the active console and prevention of a collapse of a chest of a face on layers inclined to a stream.
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Hydrojack recursors
provides a latch of the conveyor and to a recursor of sections fix on the set distance.
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Hydropatron
The hydropatron is used for an extraction of the basis of the section mechanized fix at its recursor without loss of contact with a roof in clearing faces.
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Hydrojack angular
[image: C:\Users\Comp\Desktop\Каталог продукции 2=013 с таблицами-43.jpg]It is intended for stabilization of provision of overlapping of rather back protection.
All details of hydrojacks pass heat treatment: normalization, hardening of a blanket; on stocks - in addition currents of high frequency, superficial training.
Each product passes test on control test bench.
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Rack
It - carries out function of a basic element which perceives pressure of breeds of a roof from overlappings and
transmits it with a certain resistance through the bases of section fix on the soil of layer.
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Hydrojack lateral
[image: C:\Users\Comp\Desktop\Каталог продукции 2013 с таблицами-45.jpg]Working liquid of hydraulic cylinders are any water oil emulsions and industrial oils allowed for application in coal mines with a purity class not lower than 15 in accordance with GOST 17216.
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Stabilization hydrojack
It is applied to ensuring stability of overlapping of section fix in relation to a back protection and the basis of section, in need of change of their situation.
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Hydrojack konveer’s recursors
It is applied for recursors of the scraper conveyor in clearing faces from an individual fix.
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For ensuring function of movement of the scraper conveyor loading crane hydraulic devices recursors of the pulling type are used.
Our enterprise successfully makes accessories for a hydroadvancer.
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Hydrojack recursors
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Support top with an extension[image: C:\Users\Comp\Desktop\Каталог продукции 2013 с табл-ицами-49.jpg]
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both domestic, and import
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